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Technical proposal for 
JX-CF1-2405M2495M-30NWP 

Cavity Filter 

 

 

◆ Low Insertion Loss 

◆ High Rejection 

◆ High Reliability 

◆ IP67 Waterproof 
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1. Mechanical layout 

 

Table 1  Mechanical Specifications @ JX-CF1-2405M2495M-30NWP 

Dimension LxWxH: 156mm x 88mm x 41mm 

Port connectors N-Male / N-Female 

Finish Gray 

Relative Humidity 0 to 95% 

Waterproof IP67 

Notes Material shall be RoHS 6/6 

 

 

Figure 1  JX-CF1-2405M2495M-30NWP front panel layout 
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2. Electrical analysis 

2.1 Electrical specifications 

Table 2  Electrical specifications @ JX-CF1-2405M2495M-30NWP 

Item Frequency Range 2405-2495MHz 

1 Insertion Loss ≤0.8dB 

2 Ripple ≤0.6dB 

3 Return Loss ≥16dB 

4 Rejection 

≥50dB @ DC-2370MHz 

≥30dB @ 2370-2390MHz 

≥30dB @ 2510-2530MHz 

≥50dB @ 2530-6000MHz 

5 Power Handling 100W CW max 

6 Impedance 50 ohm 

7 Operating Temperature Range -30°C to +70°C 

8 Storage temperature -50°C to +125°C 

 

2.2 The simulation data 

 

Figure 2  The simulation curve of the Filter 


