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1. Mechanical layout 

Table 1  Mechanical Specifications 

Dimension LxWxH: 94mm x 23mm x 23mm 

Connectors N-Female or N-Male 

Ingress Protection Indoor/Outdoor Use, IP67 

Notes Material shall be RoHS 6/6 

Remark Install Bracket Include 

 

  

 

Figure 1  JX-PT-350M5850M-N500 front panel layout 
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2. Electrical specifications 

 

Table 2  Electrical specifications 

Ite
m 

Parameter Specification 

1 Frequency Range 350-520 / 698-960 / 1710-2700 / 3500-4500 / 4900-5850MHz 

2 
 

Coupling / Ratio 
2:1 

3.0dB 

3:1 

4.8dB 

4:1 

6.0dB 

6:1 

8.0dB 

10:1 

10dB 

20:1 

13dB 

30:1 

15dB 

100:1 

20dB 

1000:1 

30dB 

3 
Output Split (Main 
Loss) 

-1.8dB -1.3dB -1.0dB -0.7dB -0.4dB -0.2dB -0.1dB -0.1dB -0.1dB 

4 
Output Split (Branch  
Loss) 

-4.8dB -6.1dB -7.0dB -8.6dB -10.4dB -13.2dB -15.1dB -20.1dB -30.1dB 

5 

 

Branch 
Fluctuate
(dB) 

350-520 +0.3/-1.3 +0.3/-1.3 +0.3/-1.3 +0.3/-1.3 +0.3/-1.3 +0.3/-1.3 
+0.3/-1.
3 

+0.3/-1.
3 

+0.3/-1.
3 

698-960 ±0.5 ±0.5 ±0.5 ±0.5 ±0.5 ±0.6 ±0.7 ±1.0 ±1.0 

1710-2700 ±0.5 ±0.5 ±0.5 ±0.5 ±0.5 ±0.6 ±0.7 ±0.7 ±0.7 

3500-4500 0/-1.5 0/-1.5 0/-1.5 0/-1.5 0/-1.5 ±0.6 0/-1.5 +2/0 +2/-1 

4900-5850 ±0.5 ±0.5 ±0.5 ±0.5 ±0.6 ±0.6 ±1.0 +4/0 +4/0 

6 VSWR 
690-2700 1.3:1 1.2:1 1.2:1 1.2:1 1.2:1 1.2:1 1.2:1 1.2:1 1.2:1 

350-5850 1.4:1 1.3:1 1.3:1 1.3:1 1.3:1 1.3:1 1.3:1 1.2:1 1.2:1 

7 Power Rating 500 W 

8 Impedance 50Ω 

9 Intermodulation -155dBc@2x43dBm * 

10 Temperature Range -35 to 75ºC 

* Can be Custom Made with -160dBc @ 2X43dBm 
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